
dimensions

standard & optional features/finishes
l Standard feature        
o Not available
Optional feature     

OH - Overall Height OD - Overall Depth OW - Overall Width  AH - Arm Height  SH - Seat Height SW - Seat Width SD - Seat Depth 

A180-ASSA
• Two unit beam  
   seating with arms
• Round steel tube  
   frame  
• Upholstered seat  
   and back

A180-ASSSA
• Three unit beam  
   seating with arms
• Round steel tube  
   frame  
• Upholstered seat  
   and back

A180-
ASSSSA
• Four unit beam  
   seating with arms
• Round steel tube  
   frame  
• Upholstered seat  
   and back

A180-SS
• Two unit beam  
   seating with no arms
• Round steel tube  
   frame  
• Upholstered seat  
   and back

A180-SSS
• Three unit beam  
   seating with no arms
• Round steel tube  
   frame  
• Upholstered seat  
   and back

A180-SSSS
• Four unit beam  
   seating with no arms
• Round steel tube  
   frame  
• Upholstered seat  
   and back

A180-ST
• One unit beam  
   seat and table
• Round steel tube  
   frame  
• Upholstered seat  
   and back 
• Standard Beech  
   laminate table top

A180-SST
• Two unit beam  
   seat and table
• Round steel tube  
   frame  
• Upholstered seat  
   and back 
• Standard Beech  
   laminate table top

A180-SSST
• Three unit beam  
   seat and table
• Round steel tube  
   frame  
• Upholstered seat  
   and back 
• Standard Beech  
   laminate table top

A180- 
ASSA
Two unit  

beam seating 
with arms

A180-
ASSSA
Three unit  

beam seating 
with arms

A180- 
ASSSSA

Four unit  
beam seating 

with arms

A180- 
SS

Two unit  
beam seating 
with no arms 

A180- 
SSS

Three unit  
beam seating 
with no arms 

A180- 
SSSS
Four unit  

beam seating 
with no arms 

A180- 
ST

One unit  
beam seat  
and table

A180- 
SST

Two unit  
beam seat  
and table

A180- 
SSST

Three unit  
beam seat  
and table

 Polyurethane arm l l l o o o o o o

 Floor fix plate
 Upholstered arm
Polyurethane arm for 
beam seats

Two-tone upholstery  
(use the price of the 
highest band of the  
fabrics selected)

These beam units are designed for reception and waiting 
spaces in high traffic public areas. The robust steel 
construction supports fully upholstered seat and backrests 
and tables. There are a myriad of configurations of two, 
three and four unit beams that are available with external or 
intermediate arms. The steel elements are in Silver EPPC 
and a floor fixing system is also available as an option.

This Public Space system offers functional simplicity along 
with superb comfort and durability.

Please note 2-3 weeks lead time applies on Public Space Beam. When placing an order, please order right to left as sitting on the beams.

Public Space Beam.    

SW - 480mm
SD - 460mm

OW - 2300mm 
OD - 590mm

SH
 - 

49
0m

m

O
H

 - 
81

0m
m

AH
 - 

73
5m

m

SW - 480mm
SD - 460mm

OW - 1150mm 
OD - 590mm

SW - 480mm
SD - 460mm

OW - 1725mm 
OD - 590mm


