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Contact Details

Finishes

Progress Plus   -   Double Bench

Progress Plus   -   Single Desk

Progress Plus   -   120 Degree Workstation

Linnea   -   Double Bench

Linnea   -   Single Desk

Linnea   -   120 Degree Workstation

Matrix   -   Double Bench

Matrix   -   Single Desk

Matrix   -   120 Degree Workstation

Universal   -   Single Desk

Universal   -   120 Degree Workstation

Countertops   -   Rectangular

Countertops   -   Rectangular with 90 Degree Returns

Countertops   -   Rectangular with 120 Degree Returns

Floor Standing   -   Fixed

Floor Standing   -   Mobile

Contents





Whilst every effort has been made to ensure accurate colours are illustrated in this document, 

there may be a slight colour difference due to the printing process, therefore please refer to our colour sample swatches prior to ordering. 

Finishes
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Ash

Standard Dual Board MFC Finishes
• The 11 finishes below are our standard 25mm MFC finishes.

• For Black MFC, please contact Customer Services for specification, prices and lead time.

Autumn Cherry Beech Chester Oak English Walnut

Grey Grey Nebraska Oak Laurentii Wenge Natural Nebraska Oak White

Black

Standard Metalwork Finishes
• The 3 finishes below are our standard Metalwork finishes.

• See individual product pages for further specification and pricing.

Elite Silver RAL 9006 Black Graphite RAL 9004 White RAL 9003

Acrylic Finishes
• Hygiene Protection Screens are available in clear acrylic only.

Clear Acrylic



Progress Plus Desk Mounted Acrylic Hygiene Protection Screen 

for Double Benches with Screens

• Rectangular acrylic dividing screens supplied with brackets.

• Screen is bracketed to the existing screen frame.

• Brackets supplied in Silver RAL 9006 as standard.

• Screens compatible with Non-Elite Desk Mounted Screens available.

Addition for 27mm Progress Plus Desk Mounted System Screen

PPSS18/HPS   -   1662w x 5d x 400h

PPSS16/HPS   -   1462w x 5d x 400h

PPSS14/HPS   -   1262w x 5d x 400h

PPSS12/HPS   -   1062w x 5d x 400h

Addition for 38mm Progress Plus Desk Mounted Acoustic Screen

APPSS18F/HPS   -   1662w x 5d x 400h

APPSS16F/HPS   -   1462w x 5d x 400h

APPSS14F/HPS   -   1262w x 5d x 400h

APPSS12F/HPS   -   1062w x 5d x 400h

Addition for 38mm Progress Plus Desk Mounted Contract Screen (Pinnable)

PPPCS18FP/HPS   -   1662w x 5d x 400h

PPPCS16FP/HPS   -   1462w x 5d x 400h

PPPCS14FP/HPS   -   1262w x 5d x 400h

PPPCS12FP/HPS   -   1062w x 5d x 400h

Addition for 27mm Progress Plus Desk Mounted Contract Screen (Non-Pinnable)

PPPCS18F/HPS   -   1662w x 5d x 400h

PPPCS16F/HPS   -   1462w x 5d x 400h

PPPCS14F/HPS   -   1262w x 5d x 400h

PPPCS12F/HPS   -   1062w x 5d x 400h

Addition for Non-Elite Desk Mounted Screens with a thickness of 18mm – 40mm

Supplied with adjustable brackets

NEPPS18/HPS   -   1662w x 5d x 400h

NEPPS16/HPS   -   1462w x 5d x 400h

NEPPS14/HPS   -   1262w x 5d x 400h

NEPPS12/HPS   -   1062w x 5d x 400h

PPSS16/HPS

Acrylic Illustrated in Blue

Lead Time: Standard (All products are manufactured to order and when ‘Standard Lead Time’ is quoted (7 – 10 days), this may vary dependant on volume ordered, factory capacity and distribution  

 requirements at the time of ordering. For more information please contact your Dealer Business Manager or the Customer Services Team for clarification.)

Acrylic: Clear

Metalwork: Fixing Brackets supplied in Silver RAL 9006 (Standard) - Optional Black Graphite RAL 9004 and White RAL 9003

Progress Plus Acrylic Hygiene Protection Screens for Double Benches
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Acrylic Illustrated in Blue

Progress Plus Desk Mounted End Return Acrylic Hygiene Protection Screen 

for Double Benches

• Rectangular acrylic dividing screens supplied with fixing brackets.

• Screen is clamped to the desktop.

• Brackets supplied in Silver RAL 9006 as standard.

Progress Plus Desk Mounted End Return Screen

EHPSER8   -   780w x 5d x 700h

EHPSER6   -   580w x 5d x 700h

EHPSER8

Acrylic Illustrated in Blue



Progress Plus Desk Mounted Acrylic Hygiene Protection Screen 

for Single Desks with Screens

• Rectangular acrylic dividing screens supplied with brackets.

• Screen is bracketed to the existing screen frame.

• Brackets supplied in Silver RAL 9006 as standard.

• Screens compatible with Non-Elite Desk Mounted Screens available.

Addition for 27mm Progress Plus Desk Mounted System Screen

ESS18/HPS   -   1773w x 5d x 325h

ESS16/HPS   -   1573w x 5d x 325h

ESS14/HPS   -   1373w x 5d x 325h

ESS12/HPS   -   1173w x 5d x 325h

Addition for 38mm Progress Plus Desk Mounted Acoustic Screen

AESS18F/HPS   -   1773w x 5d x 325h

AESS16F/HPS   -   1573w x 5d x 325h

AESS14F/HPS   -   1373w x 5d x 325h

AESS12F/HPS   -   1173w x 5d x 325h

Addition for Non-Elite Desk Mounted Screens with a thickness of 18mm – 40mm

Supplied with adjustable brackets

NES18/HPS   -   1773w x 5d x 325h

NES16/HPS   -   1573w x 5d x 325h

NES14/HPS   -   1373w x 5d x 325h

NES12/HPS   -   1173w x 5d x 325h

ESS16/HPS

Acrylic Illustrated in Blue

EHPS16

Acrylic Illustrated in Blue

EHPS16/O

Acrylic Illustrated 

in Blue

Progress Plus Desk Mounted Acrylic Hygiene Protection Screen 

for Single Desks

• Rectangular acrylic dividing screens supplied with fixing brackets.

• Screen is clamped to the desktop.

• Brackets supplied in Silver RAL 9006 as standard.

• For a central opening of 400w x 60h, suffix /O. 

Progress Plus Desk Mounted Screen

EHPS18   -   1773w x 5d x 700h

EHPS16   -   1573w x 5d x 700h

EHPS14   -   1373w x 5d x 700h

EHPS12   -   1173w x 5d x 700h

Progress Plus Desk Mounted Acrylic Hygiene Protection Screen 

for 120 Degree Workstations with Screens

• Rectangular acrylic dividing screens supplied with brackets.

• Screen is bracketed to the existing screen frame.

• Brackets supplied in Silver RAL 9006 as standard.

• Screens compatible with Non-Elite Desk Mounted Screens available.

Addition for 27mm Progress Plus Desk Mounted System Screen

PPSS120/12/HPS   -   1130w x 5d x 400h

PPSS120/10/HPS   -   930w x 5d x 400h

Addition for Non-Elite Desk Mounted Screens with a thickness of 18mm – 40mm

Supplied with adjustable brackets

NEPPS120/12/HPS   -   1130w x 5d x 400h

NEPPS120/10/HPS   -   930w x 5d x 400h

PPSS120/12/HPS

Acrylic Illustrated in Blue

EHPSER8

Acrylic Illustrated in Blue

Progress Plus Desk Mounted End Return Acrylic Hygiene Protection Screen 

for Double Benches 

• Rectangular acrylic dividing screens supplied with fixing brackets.

• Screen is clamped to the desktop.

• Brackets supplied in Silver RAL 9006 as standard.

Progress Plus Desk Mounted End Return Screen

EHPSER8     -   780w x 5d x 700h

EHPSER7     -   680w x 5d x 700h

EHPSER6     -   580w x 5d x 700h

Lead Time: Standard (All products are manufactured to order and when ‘Standard Lead Time’ is quoted (7 – 10 days), this may vary dependant on volume ordered, factory capacity and distribution  

 requirements at the time of ordering. For more information please contact your Dealer Business Manager or the Customer Services Team for clarification.)

Acrylic: Clear

Metalwork: Fixing Brackets supplied in Silver RAL 9006 (Standard) - Optional Black Graphite RAL 9004 and White RAL 9003

Progress Plus Acrylic Hygiene Protection Screens for Single Desks and 120 Degree Workstations

6



Lead Time: Standard (All products are manufactured to order and when ‘Standard Lead Time’ is quoted (7 – 10 days), this may vary dependant on volume ordered, factory capacity and distribution  

 requirements at the time of ordering. For more information please contact your Dealer Business Manager or the Customer Services Team for clarification.)

Acrylic: Clear

Metalwork: Fixing Brackets and Freestanding Feet supplied in Silver RAL 9006 (Standard) - Optional Black Graphite RAL 9004 and White RAL 9003

Linnea Acrylic Hygiene Protection Screens for Double Benches
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ELHPS16

Acrylic Illustrated in Blue

Linnea Desk Mounted Acrylic Hygiene Protection Screen 

for Double Benches

• The workstation top must be removed in order to fix this bracket to the desktop.
• Rectangular acrylic dividing screens supplied with fixing brackets.

• Screen is fixed to the desktop.

• Brackets supplied in Silver RAL 9006 as standard.

Linnea Desk Mounted Screen

ELHPS20   -   1973w x 5d x 700h

ELHPS18   -   1773w x 5d x 700h

ELHPS16   -   1573w x 5d x 700h

ELHPS15   -   1473w x 5d x 700h

ELHPS14   -   1373w x 5d x 700h

ELHPS12   -   1173w x 5d x 700h

ELHPS10   -   973w x 5d x 700h

Acrylic Illustrated in Blue

EHPSMR8

Acrylic Illustrated in Blue

Linnea Desk Mounted Mid Return Acrylic Hygiene Protection Screen 

for Double Benches

• The workstation top must be removed in order to fix this bracket to the desktop.
• Rectangular acrylic dividing screens supplied with 1x freestanding foot and 1x fixing 

bracket.

• Screen is clamped to the desktop.

• Freestanding feet and brackets supplied in Silver RAL 9006 as standard.

Linnea Desk Mounted Mid Return Screen

EHPSMR8   -   780w x 5d x 700h

EHPSMR7   -   680w x 5d x 700h

EHPSMR6   -   580w x 5d x 700h

EHPSER8

Acrylic Illustrated in Blue

Linnea Desk Mounted End Return Acrylic Hygiene Protection Screen 

for Double Benches 

• The workstation top must be removed in order to fix this bracket to the desk top
• Rectangular acrylic dividing screens supplied with fixing brackets.

• Screen is clamped to the desktop.

• Brackets supplied in Silver RAL 9006 as standard.

Linnea Desk Mounted End Return Screen

EHPSER8     -   780w x 5d x 700h

EHPSER7     -   680w x 5d x 700h

EHPSER6     -   580w x 5d x 700h



Lead Time: Standard (All products are manufactured to order and when ‘Standard Lead Time’ is quoted (7 – 10 days), this may vary dependant on volume ordered, factory capacity and distribution  

 requirements at the time of ordering. For more information please contact your Dealer Business Manager or the Customer Services Team for clarification.)

Acrylic: Clear

Metalwork: Fixing Brackets supplied in Silver RAL 9006 (Standard) - Optional Black Graphite RAL 9004 and White RAL 9003

Linnea Acrylic Hygiene Protection Screens for Double Benches
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ELSS16/HPS

Acrylic Illustrated in Blue

Linnea Desk Mounted Acrylic Hygiene Protection Screen 

for Double Benches with Screens

• Rectangular acrylic dividing screens supplied with brackets.

• Screen is bracketed to the existing screen frame.

• Brackets supplied in Silver RAL 9006 as standard.

• Screens compatible with Non-Elite Desk Mounted Screens available.

Addition for 27mm Linnea Desk Mounted System Screen

ELSS20/HPS   -   1973w x 5d x 325h

ELSS18/HPS   -   1773w x 5d x 325h

ELSS16/HPS   -   1573w x 5d x 325h

ELSS15/HPS   -   1473w x 5d x 325h

ELSS14/HPS   -   1373w x 5d x 325h

ELSS12/HPS   -   1173w x 5d x 325h

ELSS10/HPS   -   973w x 5d x 325h

Addition for 38mm Linnea Desk Mounted Acoustic Screen

AELSS20F/HPS   -   1973w x 5d x 325h

AELSS18F/HPS   -   1773w x 5d x 325h

AELSS16F/HPS   -   1573w x 5d x 325h

AELSS15F/HPS   -   1473w x 5d x 325h

AELSS14F/HPS   -   1373w x 5d x 325h

AELSS12F/HPS   -   1173w x 5d x 325h

AELSS10F/HPS   -   973w x 5d x 325h

Addition for 38mm Linnea Desk Mounted Contract Screen (Pinnable)

ELPCS20FP/HPS   -   1973w x 5d x 325h

ELPCS18FP/HPS   -   1773w x 5d x 325h

ELPCS16FP/HPS   -   1573w x 5d x 325h

ELPCS15FP/HPS   -   1473w x 5d x 325h

ELPCS14FP/HPS   -   1373w x 5d x 325h

ELPCS12FP/HPS   -   1173w x 5d x 325h

ELPCS10FP/HPS   -   973w x 5d x 325h

Addition for 27mm Linnea Desk Mounted Contract Screen (Non-Pinnable)

ELPCS20F/HPS   -   1973w x 5d x 325h

ELPCS18F/HPS   -   1773w x 5d x 325h

ELPCS16F/HPS   -   1573w x 5d x 325h

ELPCS15F/HPS   -   1473w x 5d x 325h

ELPCS14F/HPS   -   1373w x 5d x 325h

ELPCS12F/HPS   -   1173w x 5d x 325h

ELPCS10F/HPS   -   973w x 5d x 325h

Addition for Non-Elite Desk Mounted Screens with a thickness of 18mm – 40mm

Supplied with adjustable brackets

NELS20/HPS   -   1973w x 5d x 325h

NELS18/HPS   -   1773w x 5d x 325h

NELS16/HPS   -   1573w x 5d x 325h

NELS15/HPS   -   1473w x 5d x 325h

NELS14/HPS   -   1373w x 5d x 325h

NELS12/HPS   -   1173w x 5d x 325h

NELS10/HPS   -   973w x 5d x 325h



Linnea Desk Mounted Acrylic Hygiene Protection Screen 

for Single Desks with Screens

• Rectangular acrylic dividing screens supplied with brackets.

• Screen is bracketed to the existing screen frame.

• Brackets supplied in Silver RAL 9006 as standard.

• Screens compatible with Non-Elite Desk Mounted Screens available.

Addition for 27mm Linnea Desk Mounted System Screen

ESS20/HPS   -   1973w x 5d x 325h

ESS18/HPS   -   1773w x 5d x 325h

ESS16/HPS   -   1573w x 5d x 325h

ESS15/HPS   -   1473w x 5d x 325h

ESS14/HPS   -   1373w x 5d x 325h

ESS12/HPS   -   1173w x 5d x 325h

ESS10/HPS   -   973w x 5d x 325h

Addition for 38mm Linnea Desk Mounted Acoustic Screen

AESS20F/HPS   -   1973w x 5d x 325h

AESS18F/HPS   -   1773w x 5d x 325h

AESS16F/HPS   -   1573w x 5d x 325h

AESS15F/HPS   -   1473w x 5d x 325h

AESS14F/HPS   -   1373w x 5d x 325h

AESS12F/HPS   -   1173w x 5d x 325h

AESS10F/HPS   -   973w x 5d x 325h

Addition for 38mm Linnea Desk Mounted Contract Screen (Pinnable)

EPCS20FP/HPS   -   1973w x 5d x 325h

EPCS18FP/HPS   -   1773w x 5d x 325h

EPCS16FP/HPS   -   1573w x 5d x 325h

EPCS15FP/HPS   -   1473w x 5d x 325h

EPCS14FP/HPS   -   1373w x 5d x 325h

EPCS12FP/HPS   -   1173w x 5d x 325h

EPCS10FP/HPS   -   973w x 5d x 325h

Addition for 27mm Linnea Desk Mounted Contract Screen (Non-Pinnable)

EPCS20F/HPS   -   1973w x 5d x 325h

EPCS18F/HPS   -   1773w x 5d x 325h

EPCS16F/HPS   -   1573w x 5d x 330h

EPCS15F/HPS   -   1473w x 5d x 325h

EPCS14F/HPS   -   1373w x 5d x 325h

EPCS12F/HPS   -   1173w x 5d x 325h

EPCS10F/HPS   -   973w x 5d x 325h

Addition for Non-Elite Desk Mounted Screens with a thickness of 18mm – 40mm

Supplied with adjustable brackets

NES20/HPS   -   1973w x 5d x 325h

NES18/HPS   -   1773w x 5d x 325h

NES16/HPS   -   1573w x 5d x 330h

NES15/HPS   -   1473w x 5d x 325h

NES14/HPS   -   1373w x 5d x 325h

NES12/HPS   -   1173w x 5d x 325h

NES10/HPS   -   973w x 5d x 325h

ESS16/HPS

Acrylic Illustrated in Blue

EHPS16

Acrylic Illustrated in Blue

Linnea Desk Mounted Acrylic Hygiene Protection Screen 

for Single Desks

• Rectangular acrylic dividing screens supplied with fixing brackets.

• Screen is clamped to the desktop.

• Brackets supplied in Silver RAL 9006 as standard.

• For a central opening of 400w x 60h, suffix /O. 

Linnea Desk Mounted Screen

EHPS20   -   1973w x 5d x 700h

EHPS18   -   1773w x 5d x 700h

EHPS16   -   1573w x 5d x 700h

EHPS15   -   1473w x 5d x 700h

EHPS14   -   1373w x 5d x 700h

EHPS12   -   1173w x 5d x 700h

EHPS10   -   973w x 5d x 700h

EHPS16/O

Acrylic Illustrated 

in Blue

Lead Time: Standard (All products are manufactured to order and when ‘Standard Lead Time’ is quoted (7 – 10 days), this may vary dependant on volume ordered, factory capacity and distribution  

 requirements at the time of ordering. For more information please contact your Dealer Business Manager or the Customer Services Team for clarification.)

Acrylic: Clear

Metalwork: Fixing Brackets supplied in Silver RAL 9006 (Standard) - Optional Black Graphite RAL 9004 and White RAL 9003

Linnea Acrylic Hygiene Protection Screens for Single Desks
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Lead Time: Standard (All products are manufactured to order and when ‘Standard Lead Time’ is quoted (7 – 10 days), this may vary dependant on volume ordered, factory capacity and distribution  

 requirements at the time of ordering. For more information please contact your Dealer Business Manager or the Customer Services Team for clarification.)

Acrylic: Clear

Metalwork: Fixing Brackets and Freestanding Feet supplied in Silver RAL 9006 (Standard) - Optional Black Graphite RAL 9004 and White RAL 9003

Linnea Acrylic Hygiene Protection Screens for Single Desks and 120 Degree Workstations
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EHPSER8

Acrylic Illustrated in Blue

Linnea Desk Mounted End Return Acrylic Hygiene Protection Screen 

for Single Desks

• The workstation top must be removed in order to fix this bracket to the desktop.
• Rectangular acrylic dividing screens supplied with fixing brackets.

• Screen is clamped to the desktop.

• Brackets supplied in Silver RAL 9006 as standard.

Linnea Desk Mounted End Return Screen

EHPSER10   -   980w x 5d x 700h

EHPSER8     -   780w x 5d x 700h

EHPSER7     -   680w x 5d x 700h

EHPSER6     -   580w x 5d x 700h

Linnea Desk Mounted Acrylic Hygiene Protection Screen 

for 120 Degree Workstations with Screens

• Rectangular acrylic dividing screens supplied with brackets.

• Screen is bracketed to the existing screen frame.

• Brackets supplied in Silver RAL 9006 as standard.

• Screens compatible with Non-Elite Desk Mounted Screens available.

Addition for 27mm Linnea Desk Mounted System Screen

ELSS120/12/HPS   -   1179w x 5d x 325h

ELSS120/10/HPS   -   979w x 5d x 325h

Addition for Non-Elite Desk Mounted Screens with a thickness of 18mm – 40mm

Supplied with adjustable brackets

NELS120/12/HPS   -   1179w x 5d x 325h

NELS120/10/HPS   -   979w x 5d x 325h

ELSS120/12/HPS

Acrylic Illustrated in Blue

EHPSMR8

Acrylic Illustrated in Blue

Linnea Desk Mounted Mid Return Acrylic Hygiene Protection Screen 

for Single Desks

• Rectangular acrylic dividing screens supplied with 1x freestanding foot and 1x fixing 

bracket.

• Screen is clamped to the desktop.

• Freestanding feet and brackets supplied in Silver RAL 9006 as standard.

Linnea Desk Mounted Mid Return Screen

EHPSMR10   -   980w x 5d x 700h

EHPSMR8     -   780w x 5d x 700h

EHPSMR7     -   680w x 5d x 700h

EHPSMR6     -   580w x 5d x 700h



Lead Time: Standard (All products are manufactured to order and when ‘Standard Lead Time’ is quoted (7 – 10 days), this may vary dependant on volume ordered, factory capacity and distribution  

 requirements at the time of ordering. For more information please contact your Dealer Business Manager or the Customer Services Team for clarification.)

Acrylic: Clear

Metalwork: Fixing Brackets and Freestanding Feet supplied in Silver RAL 9006 (Standard) - Optional Black Graphite RAL 9004 and White RAL 9003

Matrix Acrylic Hygiene Protection Screens for Double Benches
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ELHPS16/M

Acrylic Illustrated in Blue

Matrix Desk Mounted Acrylic Hygiene Protection Screen 

for Double Benches

• The workstation top must be removed in order to fix this bracket to the desktop.
• Rectangular acrylic dividing screens supplied with fixing brackets.

• Screen is clamped to the desktop.

• Brackets supplied in Silver RAL 9006 as standard.

Matrix Desk Mounted Screen

ELHPS20   -   1973w x 5d x 700h

ELHPS18   -   1773w x 5d x 700h

ELHPS16   -   1573w x 5d x 700h

ELHPS14   -   1373w x 5d x 700h

ELHPS12   -   1173w x 5d x 700h

ELHPS10   -   973w x 5d x 700h

Acrylic Illustrated in Blue

EHPSMR8

Acrylic Illustrated in Blue

Matrix Desk Mounted Mid Return Acrylic Hygiene Protection Screen 

for Double Benches

• The workstation top must be removed in order to fix this bracket to the desktop.
• Rectangular acrylic dividing screens supplied with 1x freestanding foot and 1x fixing 

bracket.

• Screen is clamped to the desktop.

• Freestanding feet and brackets supplied in Silver RAL 9006 as standard.

Matrix Desk Mounted Mid Return Screen

EHPSMR8   -   780w x 5d x 700h

EHPSMR7   -   680w x 5d x 700h

EHPSMR6   -   580w x 5d x 700h



Lead Time: Standard (All products are manufactured to order and when ‘Standard Lead Time’ is quoted (7 – 10 days), this may vary dependant on volume ordered, factory capacity and distribution  

 requirements at the time of ordering. For more information please contact your Dealer Business Manager or the Customer Services Team for clarification.)

Acrylic: Clear

Metalwork: Fixing Brackets supplied in Silver RAL 9006 (Standard) - Optional Black Graphite RAL 9004 and White RAL 9003

Matrix Acrylic Hygiene Protection Screens for Double Benches
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Matrix Desk Mounted Acrylic Hygiene Protection Screen 

for Double Benches with Screens

• Rectangular acrylic dividing screens supplied with brackets.

• Screen is bracketed to the existing screen frame.

• Brackets supplied in Silver RAL 9006 as standard.

• Screens compatible with Non-Elite Desk Mounted Screens available.

Addition for 27mm Matrix Desk Mounted System Screen

ELSS20/HPS   -   1973w x 5d x 325h

ELSS18/HPS   -   1773w x 5d x 325h

ELSS16/HPS   -   1573w x 5d x 325h

ELSS14/HPS   -   1373w x 5d x 325h

ELSS12/HPS   -   1173w x 5d x 325h

ELSS10/HPS   -   973w x 5d x 325h

Addition for 38mm Matrix Desk Mounted Acoustic Screen

AELSS20F/HPS   -   1973w x 5d x 325h

AELSS18F/HPS   -   1773w x 5d x 325h

AELSS16F/HPS   -   1573w x 5d x 325h

AELSS14F/HPS   -   1373w x 5d x 325h

AELSS12F/HPS   -   1173w x 5d x 325h

AELSS10F/HPS   -   973w x 5d x 325h

Addition for 27mm Matrix Desk Mounted Contract Screen

ECS20F/HPS   -   1970w x 5d x 325h

ECS18F/HPS   -   1770w x 5d x 325h

ECS16F/HPS   -   1570w x 5d x 325h

ECS14F/HPS   -   1370w x 5d x 325h

ECS12F/HPS   -   1170w x 5d x 325h

ECS10F/HPS   -   970w x 5d x 325h

Addition for Non-Elite Desk Mounted Screens with a thickness of 18mm – 40mm

Supplied with adjustable brackets

NELS20/HPS   -   1970w x 5d x 325h

NELS18/HPS   -   1770w x 5d x 325h

NELS16/HPS   -   1570w x 5d x 325h

NELS14/HPS   -   1370w x 5d x 325h

NELS12/HPS   -   1170w x 5d x 325h

NELS10/HPS   -   970w x 5d x 325h

ELSS16/HPS

Acrylic Illustrated in Blue

EHPSER8

Acrylic Illustrated in Blue

Matrix Desk Mounted End Return Acrylic Hygiene Protection Screen 

for Double Benches 

• The workstation top must be removed in order to fix this bracket to the desktop.
• Rectangular acrylic dividing screens supplied with fixing brackets.

• Screen is clamped to the desktop.

• Brackets supplied in Silver RAL 9006 as standard.

Matrix Desk Mounted End Return Screen

EHPSER8     -   780w x 5d x 700h

EHPSER7     -   680w x 5d x 700h

EHPSER6     -   580w x 5d x 700h



Matrix Desk Mounted Acrylic Hygiene Protection Screen 

for Single Desks with Screens

• Rectangular acrylic dividing screens supplied with brackets.

• Screen is bracketed to the existing screen frame.

• Brackets supplied in Silver RAL 9006 as standard.

• Screens compatible with Non-Elite Desk Mounted Screens available.

Addition for 27mm Matrix Desk Mounted System Screen

ESS20/HPS   -   1973w x 5d x 325h

ESS18/HPS   -   1773w x 5d x 325h

ESS16/HPS   -   1573w x 5d x 325h

ESS14/HPS   -   1373w x 5d x 325h

ESS12/HPS   -   1173w x 5d x 325h

ESS10/HPS   -   973w x 5d x 325h

Addition for 38mm Matrix Desk Mounted Acoustic Screen

AESS20F/HPS   -   1973w x 5d x 325h

AESS18F/HPS   -   1773w x 5d x 325h

AESS16F/HPS   -   1573w x 5d x 325h

AESS14F/HPS   -   1373w x 5d x 325h

AESS12F/HPS   -   1173w x 5d x 325h

AESS10F/HPS   -   973w x 5d x 325h

Addition for 27mm Matrix Desk Mounted Contract Screen

ECS20F/HPS   -   1973w x 5d x 325h

ECS18F/HPS   -   1773w x 5d x 325h

ECS16F/HPS   -   1573w x 5d x 325h

ECS14F/HPS   -   1373w x 5d x 325h

ECS12F/HPS   -   1173w x 5d x 325h

ECS10F/HPS   -   973w x 5d x 325h

Addition for Non-Elite Desk Mounted Screens with a thickness of 18mm – 40mm

Supplied with adjustable brackets

NES20/HPS   -   1973w x 5d x 325h

NES18/HPS   -   1773w x 5d x 325h

NES16/HPS   -   1573w x 5d x 325h

NES14/HPS   -   1373w x 5d x 325h

NES12/HPS   -   1173w x 5d x 325h

NES10/HPS   -   973w x 5d x 325h

ESS16/HPS

Acrylic Illustrated in Blue

EHPS16

Acrylic Illustrated in Blue

Matrix Desk Mounted Acrylic Hygiene Protection Screen 

for Single Desks

• Rectangular acrylic dividing screens supplied with fixing brackets.

• Screen is clamped to the desktop.

• Brackets supplied in Silver RAL 9006 as standard.

• For a central opening of 400w x 60h, suffix /O. 

Matrix Desk Mounted Screen

EHPS20   -   1973w x 5d x 700h

EHPS18   -   1773w x 5d x 700h

EHPS16   -   1573w x 5d x 700h

EHPS14   -   1373w x 5d x 700h

EHPS12   -   1173w x 5d x 700h

EHPS10   -   973w x 5d x 700h

EHPS16/O

Acrylic Illustrated 

in Blue

Lead Time: Standard (All products are manufactured to order and when ‘Standard Lead Time’ is quoted (7 – 10 days), this may vary dependant on volume ordered, factory capacity and distribution  

 requirements at the time of ordering. For more information please contact your Dealer Business Manager or the Customer Services Team for clarification.)

Acrylic: Clear

Metalwork: Fixing Brackets supplied in Silver RAL 9006 (Standard) - Optional Black Graphite RAL 9004 and White RAL 9003

Matrix Acrylic Hygiene Protection Screens for Double Benches and Single Desks

13



Lead Time: Standard (All products are manufactured to order and when ‘Standard Lead Time’ is quoted (7 – 10 days), this may vary dependant on volume ordered, factory capacity and distribution  

 requirements at the time of ordering. For more information please contact your Dealer Business Manager or the Customer Services Team for clarification.)

Acrylic: Clear

Metalwork: Fixing Brackets and Freestanding Feet supplied in Silver RAL 9006 (Standard) - Optional Black Graphite RAL 9004 and White RAL 9003

Matrix Acrylic Hygiene Protection Screens for Single Desks and 120 Degree Workstations
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Matrix Desk Mounted Acrylic Hygiene Protection Screen 

for 120 Degree Workstations with Screens

• Rectangular acrylic dividing screens supplied with brackets.

• Screen is bracketed to the existing screen frame.

• Brackets supplied in Silver RAL 9006 as standard.

• Screens compatible with Non-Elite Desk Mounted Screens available.

Addition for 27mm Matrix Desk Mounted System Screen

ESS120/12/HPS   -   1179w x 5d x 325h

ESS120/10/HPS   -   979w x 5d x 325h

Addition for Non-Elite Desk Mounted Screens with a thickness of 18mm – 40mm

Supplied with adjustable brackets

NES120/12/HPS   -   1179w x 5d x 325h

NES120/10/HPS   -   979w x 5d x 325h

ESS120/12/HPS

Acrylic Illustrated in Blue

EHPS120/12

Acrylic Illustrated in Blue

Matrix Desk Mounted Acrylic Hygiene Protection Screen 

for 120 Degree Workstations

• Rectangular acrylic dividing screens supplied with fixing brackets.

• Screen is clamped to the desktop.

• Brackets supplied in Silver RAL 9006 as standard.

• For a central opening of 400w x 60h, suffix /O. 

Matrix Desk Mounted System Screen

EHPS120/12   -   1179w x 5d x 700h

EHPS120/10   -   979w x 5d x 700h

EHPS120/O

Acrylic Illustrated 

in Blue

EHPS120/O

Acrylic Illustrated

EHPSMR8

Acrylic Illustrated in Blue

Matrix Desk Mounted Mid Return Acrylic Hygiene Protection Screen 

for Single Desks

• Rectangular acrylic dividing screens supplied with 1x freestanding foot and 1x fixing 

bracket.

• Screen is clamped to the desktop.

• Freestanding feet and brackets supplied in Silver RAL 9006 as standard.

Matrix Desk Mounted Mid Return Screen

EHPSMR10   -   980w x 5d x 700h

EHPSMR8     -   780w x 5d x 700h

EHPSMR7     -   680w x 5d x 700h

EHPSMR6     -   580w x 5d x 700h

EHPSER8

Acrylic Illustrated in Blue

Matrix Desk Mounted End Return Acrylic Hygiene Protection Screen 

for Single Desks

• The workstation top must be removed in order to fix this bracket to the desktop.
• Rectangular acrylic dividing screens supplied with fixing brackets.

• Screen is clamped to the desktop.

• Brackets supplied in Silver RAL 9006 as standard.

Matrix Desk Mounted End Return Screen

EHPSER10   -   980w x 5d x 700h

EHPSER8     -   780w x 5d x 700h

EHPSER7     -   680w x 5d x 700h

EHPSER6     -   580w x 5d x 700h



EHPS16

Acrylic Illustrated in Blue

Elite Desk Mounted Acrylic Hygiene Protection Screen 

for Single Desks

• Rectangular acrylic dividing screens supplied with fixing brackets.

• Screen is clamped to the desktop.

• Brackets supplied in Silver RAL 9006 as standard.

• For a central opening of 400w x 60h, suffix /O. 

Elite Desk Mounted Screen

EHPS20   -   1973w x 5d x 700h

EHPS18   -   1773w x 5d x 700h

EHPS16   -   1573w x 5d x 700h

EHPS14   -   1373w x 5d x 700h

EHPS12   -   1173w x 5d x 700h

EHPS10   -   973w x 5d x 700h

EHPS8     -   773w x 5d x 700h

EHPS16/O

Acrylic Illustrated 

in Blue

Lead Time: Standard (All products are manufactured to order and when ‘Standard Lead Time’ is quoted (7 – 10 days), this may vary dependant on volume ordered, factory capacity and distribution  

 requirements at the time of ordering. For more information please contact your Dealer Business Manager or the Customer Services Team for clarification.)

Acrylic: Clear

Metalwork: Fixing Brackets and Freestanding Feet supplied in Silver RAL 9006 (Standard) - Optional Black Graphite RAL 9004 and White RAL 9003

Universal Acrylic Hygiene Protection Screens for Single Desks
Compatible with Kassini, Optima Plus, Reflex, Callisto and Flexi
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Acrylic Illustrated in Blue

EHPSMR8

Acrylic Illustrated in Blue

Elite Desk Mounted Mid Return Acrylic Hygiene Protection Screen 

for Single Desks

• Rectangular acrylic dividing screens supplied with 1x freestanding foot and 1x fixing 

bracket.

• Screen is clamped to the desktop.

• Freestanding feet and brackets supplied in Silver RAL 9006 as standard.

Elite Desk Mounted Mid Return Screen

EHPSMR8     -   780w x 5d x 700h

EHPSMR7     -   680w x 5d x 700h

EHPSMR6     -   580w x 5d x 700h



Lead Time: Standard (All products are manufactured to order and when ‘Standard Lead Time’ is quoted (7 – 10 days), this may vary dependant on volume ordered, factory capacity and distribution  

 requirements at the time of ordering. For more information please contact your Dealer Business Manager or the Customer Services Team for clarification.)

Acrylic: Clear

Metalwork: Fixing Brackets and Freestanding Feet supplied in Silver RAL 9006 (Standard) - Optional Black Graphite RAL 9004 and White RAL 9003

Universal Acrylic Hygiene Protection Screens for Single Desks
Compatible with Kassini, Optima Plus, Reflex, Callisto and Flexi
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Elite Desk Mounted Acrylic Hygiene Protection Screen 

for Single Desks with Screens

• Rectangular acrylic dividing screens supplied with brackets.

• Screen is bracketed to the existing screen frame.

• Brackets supplied in Silver RAL 9006 as standard.

• Screens compatible with Non-Elite Desk Mounted Screens available.

Addition for 27mm Elite Desk Mounted System Screen

ESS20/HPS   -   1973w x 5d x 325h

ESS18/HPS   -   1773w x 5d x 325h

ESS16/HPS   -   1573w x 5d x 325h

ESS14/HPS   -   1373w x 5d x 325h

ESS12/HPS   -   1173w x 5d x 325h

ESS10/HPS   -   973w x 5d x 325h

ESS8/HPS     -   773w x 5d x 325h

Addition for 38mm Elite Desk Mounted Acoustic Screen

AESS20F/HPS   -   1973w x 5d x 325h

AESS18F/HPS   -   1773w x 5d x 325h

AESS16F/HPS   -   1573w x 5d x 325h

AESS14F/HPS   -   1373w x 5d x 325h

AESS12F/HPS   -   1173w x 5d x 325h

AESS10F/HPS   -   973w x 5d x 325h

AESS8F/HPS     -   773w x 5d x 325h

Addition for 27mm Elite Desk Mounted Contract Screen

ECS18F/HPS   -   1770w x 5d x 325h

ECS16F/HPS   -   1570w x 5d x 325h

ECS14F/HPS   -   1370w x 5d x 325h

ECS12F/HPS   -   1170w x 5d x 325h

ECS10F/HPS   -   970w x 5d x 325h

ECS8F/HPS     -   770w x 5d x 325h

Addition for Non-Elite Desk Mounted Screens with a thickness of 18mm – 40mm

Supplied with adjustable brackets

NES18F/HPS   -   1770w x 5d x 325h

NES16F/HPS   -   1570w x 5d x 325h

NES14F/HPS   -   1370w x 5d x 325h

NES12F/HPS   -   1170w x 5d x 325h

NES10F/HPS   -   970w x 5d x 325h

NES8F/HPS     -   770w x 5d x 325h

ESS16/HPS

Acrylic Illustrated in Blue

EHPSER8

Acrylic Illustrated in Blue

Elite Desk Mounted End Return Acrylic Hygiene Protection Screen 

for Single Desks

• Rectangular acrylic dividing screens supplied with fixing brackets.

• Screen is clamped to the desktop.

• Brackets supplied in Silver RAL 9006 as standard.

Elite Desk Mounted End Return Screen

EHPSER8     -   780w x 5d x 700h

EHPSER7     -   680w x 5d x 700h

EHPSER6     -   580w x 5d x 700h



Lead Time: Standard (All products are manufactured to order and when ‘Standard Lead Time’ is quoted (7 – 10 days), this may vary dependant on volume ordered, factory capacity and distribution  

 requirements at the time of ordering. For more information please contact your Dealer Business Manager or the Customer Services Team for clarification.)

Acrylic: Clear

Metalwork: Fixing Brackets and Freestanding Feet supplied in Silver RAL 9006 (Standard) - Optional Black Graphite RAL 9004 and White RAL 9003

Universal Acrylic Hygiene Protection Screens for 120 Degree Workstations
Compatible with Kassini, Optima Plus, Reflex, Callisto and Flexi
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Elite Desk Mounted Acrylic Hygiene Protection Screen 

for 120 Degree Workstations with Screens

• Rectangular acrylic dividing screens supplied with brackets.

• Screen is bracketed to the existing screen frame.

• Brackets supplied in Silver RAL 9006 as standard.

• Screens compatible with Non-Elite Desk Mounted Screens available.

Addition for 27mm Elite Desk Mounted System Screen

ESS120/12/HPS   -   1179w x 5d x 325h

ESS120/10/HPS   -   979w x 5d x 325h

Addition for 27mm Elite Desk Mounted Contract Screen

ECS120/12/HPS   -   1179w x 5d x 325h

ECS120/10/HPS   -   979w x 5d x 325h

Addition for Non-Elite Desk Mounted Screens with a thickness of 18mm – 40mm

Supplied with adjustable brackets

NES120/12/HPS   -   1179w x 5d x 325h

NES120/10/HPS   -   979w x 5d x 325h

ESS120/12/HPS

Acrylic Illustrated in Blue

EHPS120/12

Acrylic Illustrated in Blue

Elite Desk Mounted Acrylic Hygiene Protection Screen 

for 120 Degree Workstations

• Rectangular acrylic dividing screens supplied with fixing brackets.

• Screen is clamped to the desktop.

• Brackets supplied in Silver RAL 9006 as standard.

• For a central opening of 400w x 60h, suffix /O. 

Elite Desk Mounted System Screen

EHPS120/12   -   1179w x 5d x 700h

EHPS120/10   -   979w x 5d x 700h

EHPS120/12/O

Acrylic Illustrated 

in Blue



Lead Time: Standard (All products are manufactured to order and when ‘Standard Lead Time’ is quoted (7 – 10 days), this may vary dependant on volume ordered, factory capacity and distribution  

 requirements at the time of ordering. For more information please contact your Dealer Business Manager or the Customer Services Team for clarification.)

Acrylic: Clear

Metalwork: Fixing Brackets and Freestanding Feet supplied in Silver RAL 9006 (Standard) - Optional Black Graphite RAL 9004 and White RAL 9003

Counter Top Desk Mounted Acrylic Hygiene Protection Screens
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Elite Desk Mounted Acrylic Protection Screen 

for Counter Tops with Opening

• Rectangular acrylic dividing screens supplied with freestanding feet or fixing brackets.

• 300 / 400w x 60h opening is at the base of the front edge.

• Freestanding screen supplied with self adhesive pads.

• The bracketed version is fixed to 25mm desktops only.

• Freestanding feet and brackets supplied in Silver RAL 9006 as standard.

Freestanding Desk Mounted Screen with Opening

Supplied with Self Adhesive Pads for Desktop Adhesion

EHPSCT10/9F/O   -   1000w x 5d x 900h (400w x 60h Opening)

EHPSCT8/9F/O     -   800w x 5d x 900h (400w x 60h Opening)

EHPSCT6/9F/O     -   600w x 5d x 900h (300w x 60h Opening)

Bracketed Desk Mounted Screen with Opening

EHPSCT10/9C/O   -   1000w x 5d x 900h (400w x 60h Opening)

EHPSCT8/9C/O     -   800w x 5d x 900h (400w x 60h Opening)

EHPSCT6/9C/O     -   600w x 5d x 900h (300w x 60h Opening)

EHPS10/9F/O

Illustrated in Blue

Acrylic Illustrated in BlueAcryli

600 / 800 / 1000

600 / 800 / 1000

EHPS10/9F

Acrylic Illustrated in Blue

Elite Desk Mounted Acrylic Hygiene Protection Screen 

for Counter Tops

• Rectangular acrylic dividing screens supplied with freestanding feet or fixing brackets.

• Freestanding screen supplied with self adhesive pads.

• The bracketed version is fixed to 25mm desktops only.

• Freestanding feet and brackets supplied in Silver RAL 9006 as standard.

Freestanding Desk Mounted Screen 

Supplied with Self Adhesive Pads for Desktop Adhesion

EHPSCT10/9F   -   1000w x 5d x 900h

EHPSCT8/9F     -   800w x 5d x 900h

EHPSCT6/9F     -   600w x 5d x 900h

Bracketed Desk Mounted Screen

EHPSCT10/9C   -   1000w x 5d x 900h

EHPSCT8/9C     -   800w x 5d x 900h

EHPSCT6/9C     -   600w x 5d x 900h



Lead Time: Standard (All products are manufactured to order and when ‘Standard Lead Time’ is quoted (7 – 10 days), this may vary dependant on volume ordered, factory capacity and distribution  

 requirements at the time of ordering. For more information please contact your Dealer Business Manager or the Customer Services Team for clarification.)

Acrylic: Clear

Metalwork: Fixing Brackets and Freestanding Feet supplied in Silver RAL 9006 (Standard) - Optional Black Graphite RAL 9004 and White RAL 9003

Counter Top Desk Mounted Acrylic Hygiene Protection Screens with 90 Degree Returns
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EHPS10/90R5F

Acrylic Illustrated in Blue

Elite Desk Mounted Acrylic Hygiene Protection Screen 

for Counter Tops with 90 Degree Returns

• Rectangular acrylic dividing screens supplied with freestanding feet or fixing 

brackets with 500w straight returns at 90 degrees.

• The freestanding version is freestanding on the desktop.

• The bracketed version is fixed to 25mm desktops only.

• Freestanding feet and brackets supplied in Silver RAL 9006 as standard.

Freestanding Desk Mounted Screen with 90 Degree Returns

EHPSCT10/90R5F   -   1000w x 500d x 750h

EHPSCT8/90R5F     -   800w x 500d x 750h

EHPSCT6/90R5F     -   600w x 500d x 750h

Bracketed Desk Mounted Screen with 90 Degree Returns

EHPSCT10/90R5C   -   1000w x 500d x 750h

EHPSCT8/90R5C     -   800w x 500d x 750h

EHPSCT6/90R5C     -   600w x 500d x 750h

Elite Desk Mounted Acrylic Hygiene Protection Screen 

for Counter Tops with 90 Degree Returns and Opening

• Rectangular acrylic dividing screens supplied with freestanding feet or fixing 

brackets with 500w straight returns at 90 degrees.

• 300 / 400w x 60h opening is at the base of the front edge.

• The freestanding version is freestanding on the desktop.

• The bracketed version is fixed to 25mm desktops only.

• Freestanding feet and brackets supplied in Silver RAL 9006 as standard.

Freestanding Desk Mounted Screen with 90 Degree Returns and Opening

EHPSCT10/90R5F/O   -   1000w x 500d x 750h (400w x 60h Opening)

EHPSCT8/90R5F/O     -   800w x 500d x 750h (400w x 60h Opening)

EHPSCT6/90R5F/O     -   600w x 500d x 750h (300w x 60h Opening)

Bracketed Desk Mounted Screen with 90 Degree Returns and Opening

EHPSCT10/90R5C/O   -   1000w x 500d x 750h (400w x 60h Opening)

EHPSCT8/90R5C/O     -   800w x 500d x 750h (400w x 60h Opening)

EHPSCT6/90R5C/O     -   600w x 500d x 750h (300w x 60h Opening)

EHPS10/90R5F/O

Acrylic Illustrated in Blue

Acrylic Illustrated in BlueAcrylic Illustr

600 / 800 / 1000

500

600 / 800 / 1000

500



Lead Time: Standard (All products are manufactured to order and when ‘Standard Lead Time’ is quoted (7 – 10 days), this may vary dependant on volume ordered, factory capacity and distribution  

 requirements at the time of ordering. For more information please contact your Dealer Business Manager or the Customer Services Team for clarification.)

Acrylic: Clear

Metalwork: Fixing Brackets and Freestanding Feet supplied in Silver RAL 9006 (Standard) - Optional Black Graphite RAL 9004 and White RAL 9003

Counter Top Desk Mounted Acrylic Hygiene Protection Screens with 120 Degree Returns
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EHPS10/120R5F

Acrylic Illustrated in Blue

Elite Desk Mounted Acrylic Hygiene Protection Screen 

for Counter Tops with 120 Degree Returns

• Rectangular acrylic dividing screens supplied with freestanding feet or fixed brackets 

with 500w straight returns at 120 degrees.

• The freestanding version is freestanding on the desktop.

• The bracketed version is fixed to 25mm desktops only.

• Freestanding feet and brackets supplied in Silver RAL 9006 as standard.

Freestanding Desk Mounted Screen with 120 Degree Returns

EHPSCT10/120R5F   -   1000w (front edge) x 1500w (extreme) 435d x 750h 

EHPSCT8/120R5F     -   800w (front edge) x 1300w (extreme) 435d x 750h

EHPSCT6/120R5F     -   600w (front edge) x 1100w (extreme) 435d x 750h

Bracketed Desk Mounted Screen with 120 Degree Returns

EHPSCT10/120R5C   -   1000w (front edge) x 1500w (extreme) 435d x 750h

EHPSCT8/120R5C     -   800w (front edge) x 1300w (extreme) 435d x 750h

EHPSCT6/120R5C     -   600w (front edge) x 1100w (extreme) 435d x 750h

Elite Desk Mounted Acrylic Hygiene Protection Screen 

for Counter Tops with 120 Degree Returns and Opening

• Rectangular acrylic dividing screens supplied with freestanding feet or fixed brackets 

with 500w straight returns at 120 degrees.

• 300 / 400w x 60h opening is at the base of the front edge.

• The freestanding version is freestanding on the desktop.

• The bracketed version is fixed to 25mm desktops only.

• Freestanding feet and brackets supplied in Silver RAL 9006 as standard.

Freestanding Desk Mounted Screen with 120 Degree Returns and Opening

EHPSCT10/120R5F/O   -   1000w (front edge) x 1500w (extreme) 435d x 750h

            (400w x 60h Opening)

EHPSCT8/120R5F/O     -   800w (front edge) x 1300w (extreme) 435d x 750h

            (400w x 60h Opening)

EHPSCT6/120R5F/O     -   600w (front edge) x 1100w (extreme) 435d x 750h

            (300w x 60h Opening)

Bracketed Desk Mounted Screen with 120 Degree Returns and Opening

EHPSCT10/120R5C/O   -   1000w (front edge) x 1500w (extreme) 435d x 750h

            (400w x 60h Opening)

EHPSCT8/120R5C/O     -   800w (front edge) x 1300w (extreme) 435d x 750h

            (400w x 60h Opening)

EHPSCT6/120R5C/O     -   600w (front edge) x 1100w (extreme) 435d x 750h

            (300w x 60h Opening)

EHPS10/120R5F/O

Acrylic Illustrated in Blue

Acrylic Illustrated in BlueAcrylic Illustrated in 

600 / 800 / 1000

1100 / 1300 / 1500

435

500

120° 120°

600 / 800 / 1000

1100 / 1300 / 1500

435

500

120° 120°



Lead Time: Standard (All products are manufactured to order and when ‘Standard Lead Time’ is quoted (7 – 10 days), this may vary dependant on volume ordered, factory capacity and distribution  

 requirements at the time of ordering. For more information please contact your Dealer Business Manager or the Customer Services Team for clarification.)

Acrylic: Clear

MFC: Available in Ash, Autumn Cherry, Beech, Chester Oak, English Walnut, Grey, Grey Nebraska Oak, Laurentii Wenge, Natural Nebraska Oak and White

 Also Available in Black (please contact Customer Services for specification and lead time)

Metalwork: Freestanding Feet supplied in Silver RAL 9006 (Standard) - Optional Black Graphite RAL 9004 and White RAL 9003

 Frame supplied in Anodised Silver /SF (Standard) - Optional Black Graphite RAL 9004 /BGF and White RAL 9003 /WF

Floor Standing Acrylic Hygiene Protection Screens
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EFHPS20/12MFC

Acrylic Illustrated in Blue

Elite Floor Standing Acrylic / MFC Hygiene Protection Screen 

• Rectangular floor standing screens with aluminium trim, acrylic top section and 

600h MFC bottom section.

• Freestanding feet supplied in Silver RAL 9006 as standard.

• For Annodised Silver Frame, suffix /SF    

• For Black Graphite Frame, suffix /BGF

• For White Frame, suffix /WF 

Floor Standing Screen

EFHPS22/14MFC   -   1400w x 27d x 2200h

EFHPS20/14MFC   -   1400w x 27d x 2000h

EFHPS18/14MFC   -   1400w x 27d x 1800h

EFHPS22/12MFC   -   1200w x 27d x 2200h

EFHPS20/12MFC   -   1200w x 27d x 2000h

EFHPS18/12MFC   -   1200w x 27d x 1800h

EFHPS22/10MFC   -   1000w x 27d x 2200h

EFHPS20/10MFC   -   1000w x 27d x 2000h

EFHPS18/10MFC   -   1000w x 27d x 1800h

Acrylic Illustrated in Blue



Lead Time: Standard (All products are manufactured to order and when ‘Standard Lead Time’ is quoted (7 – 10 days), this may vary dependant on volume ordered, factory capacity and distribution  

 requirements at the time of ordering. For more information please contact your Dealer Business Manager or the Customer Services Team for clarification.)

Acrylic: Clear

MFC: Available in Ash, Autumn Cherry, Beech, Chester Oak, English Walnut, Grey, Grey Nebraska Oak, Laurentii Wenge, Natural Nebraska Oak and White

 Also Available in Black (please contact Customer Services for specification and lead time)

Metalwork: Freestanding Feet supplied in Silver RAL 9006 (Standard) - Optional Black Graphite RAL 9004 and White RAL 9003

 Frame supplied in Anodised Silver /SF (Standard) - Optional Black Graphite RAL 9004 /BGF and White RAL 9003 /WF

Floor Standing Acrylic Hygiene Protection Screens
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Elite Mobile Floor Standing Acrylic / MFC Hygiene Protection Screen 

• Rectangular floor standing screens with aluminium trim, acrylic top section and 

600h MFC bottom section.

• Freestanding feet with castors supplied in Silver RAL 9006 as standard.

• For Annodised Silver Frame, suffix /SF    

• For Black Graphite Frame, suffix /BGF

• For White Frame, suffix /WF 

Mobile Floor Standing Screen

EFHPS22/14MFC/C   -   1400w x 27d x 2320h

EFHPS20/14MFC/C   -   1400w x 27d x 2120h

EFHPS18/14MFC/C   -   1400w x 27d x 1920h

EFHPS22/12MFC/C   -   1200w x 27d x 2320h

EFHPS20/12MFC/C   -   1200w x 27d x 2120h

EFHPS18/12MFC/C   -   1200w x 27d x 1920h

EFHPS22/10MFC/C   -   1000w x 27d x 2320h

EFHPS20/10MFC/C   -   1000w x 27d x 2120h

EFHPS18/10MFC/C   -   1000w x 27d x 1920h

EFHPS20/12MFC/C

Acrylic Illustrated in Blue

Acrylic Illustrated in Blue


